
 

 

 

 

 

 

 
 

Aurora Specialty Textiles Group, Inc. 

2705 N Bridge St 
Yorkville,IL 6056  

Phone:800-864-0303 

Fax: 630-708-5208 

Website: www.auroratextile.com 

 

 

Overview 

 

Physical Properties
 

Property  Unit     Test Method 

Weight:       

 

Material: 

 

Weave: 

Brightness: 

Gloss Level: 

Thickness: 

Coating Color: 

Substrate Color: 

Fire Retardant: 

Printable Sides: 

 

 

Width:      

 

 

Roll Size:      

 

 

 

Printability Key 

 

 Latex 

Solvent 

UV 

Dye Sublimation Direct 

Dye Sublimation Transfer 

 

Although all data here is believed to be accurate, each user is advised to make their own determination as to whether 
the described product is appropriate for a particular application or use. Whether such a use will comply with all 

applicable laws or regulations and whether such use will not infringe the intellectual property rights of a third party. 

 

Revision 

A 94% Polyester, 6% Spandex warp knit fabric with excellent stretch 

characteristics.  

Ideal for tension frames and overhead trade show displays.  

Treated to meet the NFPA 701 small scale flammability standard. 

8 ounces / sq yard         ASTM D3776

94% Polyester / 6% Spandex

 

Warp Knit

91 L* CIE D65

N/A

23 Mils         ASTM D1777

N/A

White

NFPA 701 Small Scale

Either side is compatible for printing

63" & 126" 

Note: Printable Width is 

61.5" & 124.5"

 

70 Yards  

 Roll lengths may vary due to variability 

of piece lengths of fabric.  Product is 

offered and sold by the yard.

■
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